
SOLAR BLANKET SPECIFICATIONS

 Colour  Black

 Open size (mm)  3191 x 704

 Folding size (mm)  670 x 670

 Folded thickness (mm)  75mm

 Weight (kg)  12.75kg

 Solar cell
 SunPower      
Monocrystalline

 Efficiency rate  20%

 Maximum Power (watts)  300w

 Voltage at max power (vmp)  18.05 V

 Current at max power (Imp) (A)  16.68 A

 Open circuit voltage (Voc) (V)  21.24 V

 Short circuit current (Isc) (A)  18.35 A

 Operating Temperature (C°)  -20° to 50°

 Maximum System Voltage (V)  100V

 Maximum Series Fuse Rating (A)  15A

 Warranty  12 Months

300W BAINTECH 
SOLAR BLANKET
BTBLANKET300

Thank you for purchasing our folding solar panel. For best performance and safety, please read this manual 
carefully before using the product.
Please keep this manual for future reference.

Warning and Safety Instructions

1. Risk of explosive gases: Working in the vicinity of a lead-acid battery is dangerous. Batteries generate 
explosive gases during normal operation. For this reason, it is of utmost importance that you follow the 
instructions each time you use the solar panel charger

2. Solar panel charger should not be used by persons with reduced physical, sensory or mental capabilities 
unless they are supervised by a person responsible for their safety

3. Do not charge the non-rechargeable batteries by the solar panel charger. It can damage the regulator or 
solar panel charger or harm to operator. Use only with 12V Batteries.

4. Never smoke or allow a spark or flame in vicinity of battery or engine. This may cause the battery to 
explode.

5. Do not tamper or modify the blanket, you will void your warranty.

6. Keep the blanket out of the rain and all electrical components free from moisture.

7. Always keep the blanket in its carry bag when transporting. 

Warranty
All our solar products come with 1 full year warranty from the date of purchase.






